
 
 
 
 
 

WINTERIZATION CHECKLIST 
In addition to this checklist, please make sure all photo requirements are followed. 

 
Property Address:   

 
 

 
 
Main water supply has been shut off at meter, or at main water shutoff valve inside home if outside cutoff not possible. Must be zip tied. 

 

 Notify Asset Preservation of any current plumbing damages and note on this report 

 
 Drain hot water tank. If the property has an electric water heater, turn off the power at the breaker box and tape a sign stating, Power is off to the water Heater. Do 

not turn on without refilling. 

 
 

 
Drain all internal and external water supply lines including any well or holding tanks and clear with positive air pressure. 

 
 

 
 

 
 Pressure test PASSED (hold pressure for 15 min, between 30-45 psi) 
 
 Pressure test FAILED 

 

 Notify Asset Preservation if it is unsafe for any reason not to turn on utilities. 

 
 

 
Drain all water and pour RV (pink) anti-freeze in the following 

  
 

Toilet Bowl/Tank/Traps Laundry tub traps Dishwasher 

Bathtub traps  Laundry floor drain traps Sauna floor drain traps 

Shower traps Kitchen sink traps  Basement floor drain traps 

 
 Toilet seats up and bowls cleaned and covered with standard winterization toilet wrap or similar material. Puncture holes in plastic for ventilation after anti-freeze is 

added. DO NOT tape toilet seat covers closed 

 
 

 
Place winterization notice on each fixture and appliance. 

 TAKE PHOTO OF THIS FORM WITH YOU WINTERIZATION AFTER PICTURES  

 
 
 

Work Performed by:  Date: __________________________________________________ Revised 10-13-22 


